
Eyewashes and fire extinguishers are a few of the safety items in your facility 
that need to be inspected on a frequent basis. These inspections need to be 
documented, and tags are often the best way to do so.

Inspection Tags 

Inspect, maintain and test all portable 
fire extinguishers.

OSHA 1910.157(e)(1)

Activate plumbed eye/face wash units 
at least once weekly and inspect them 
annually. Additionally, activate plumbed 
showers at least once weekly and 
inspect them annually.

ANSI / ISEA Z358.1-2014

FYPT 79176
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DT795 DT801 DT805

https://www.emedco.com/emergency-eyewash-station-tag-id507.html#DT801
https://www.emedco.com/emergency-shower-and-eyewash-inspection-tag-dt795.html
https://www.emedco.com/emergency-shower-inspection-tag-dt805.html
https://www.emedco.com/fire-extinguisher-inspection-label-afd2.html
https://www.emedco.com/metal-inspection-tag-four-year-validation-79176.html
https://www.emedco.com/fire-extinguisher-inspection-tags-lq510.html#FYPT


Inspect ladders before every 
work shift to identify any 
physical defects that could cause 
employee injury.

OSHA 1910.23(b)(9)

Examine industrial trucks daily 
before placing them in service. 
If the industrial truck is to be 
used on a round-the-clock 
basis, examine it after each 
shift as well.

1910.178(g)(7)

DT279 ITG44

DT254 JT53SU

Need your company logo or specific information on your 
tags? Customize inspection tags with the colors and 
graphics you need! You can even include OSHA, ANSI or 
other headers to comply with regulations.

See our custom tags at: 
www.emedco.com/tags/custom-tags.html

Custom Tags
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https://www.emedco.com/ladder-inspection-tag-rm105.html#DT279
https://www.emedco.com/laddertag-r-ladder-safety-kit-ldtg1.html
https://www.emedco.com/forklift-inspection-tag-rm131.html#DT254
https://www.emedco.com/forklift-repair-tag-tear-off-tags-jt53su.html

