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STOP Sign Compliance Guide

Application:

Design:

Supplemental Plaques:

STOP Signs should be used at an intersection if one or more  
of the following conditions exist:

A)  An intersection of a less important road with a main road where application of the normal 
right-of-way rule would not be expected to provide reasonable compliance;

B) A street entering a designated through highway or street; and/or

C) An un-signalized intersection in a signalized area.

Secondary legends shall not be used on STOP signs used at roadway traffic 
intersections. Additional wording can be used for alternate purposes (in 
warehouses, and at gates or check-points). 

Other than a DO NOT ENTER sign, no sign should be mounted back-to-back 
with a STOP sign in a manner that obscures the shape of the STOP sign.

At intersections where all approaches are controlled by STOP signs, an ALL WAY supplemental plaque 
(MUTCD# R1-3P) shall be mounted below each STOP sign. Supplemental plaques with legends such  
as 2-WAY, 3-WAY, 4-WAY, or other numbers of ways shall not be used with STOP signs. 

• If including multiple signs allow for a 1" gap between each sign.

• If multiple signs the distance between the bottom of the lowest sign and the ground must be 4 ft.

MUTCD Chapter 2A.06, states 30" x 30" High-Intensity is the minimum size and reflectivity required for a conventional 
single lane road.

Parking Lot Stop Signs, MUTCD does not regulate stop signs for parking lots. This enables more economical options 
such as a 24" x 24" Engineer-Grade reflective sign.

Illumination -  For STOP signs, LEDs may be placed within the border or within one border width within  
the background of the sign.

When it is determined that a full stop is always required on an approach to an intersection, a STOP Sign (MUTCD# R1-1) shall be used.

When to Use a Stop Sign

Choosing the Proper Stop Sign
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