
Indoor BlinkerStop® Flashing LED signs are edge-lit signs 
engineered to capture attention and increase facility 
traffic safety compliance with highly visible red flashing 
LEDs.

 � Proven effective to increase attention and enhance reaction 
times

 � Programmed to flash 24 hours a day, 7 days a week
 � AC power to work in any indoor setting
 � Facilitate situational awareness for forklift, heavy equipment 

and pedestrian traffic
 � Made in the USA

INDOOR BLINKERSTOP®



SYSTEM SPECIFICATIONS
SIGN LEGEND R1-1 (Stop)

DIMMING Adjustable brightness control built-in to power cord

LED TYPE Red environmentally-sealed, high-power LED

LED LIFE EXPECTANCY 100,000 hours

VISIBILITY Daytime: more than 1,000 feet
Nighttime: more than 1 mile

ENCLOSED ALUMINUM 
CHANNELS

Protect wiring against debris, abrasion  
and vandalism

POWER SOURCE 120VAC

OPERATING  
TEMPERATURE RANGE -40˚F to 122˚F (-40˚C to 50˚C)

DIMENSIONS 24”W x 24”H x 1“D

WARRANTY 5-year limited system warranty

MOUNTING OPTIONS Wall and warehouse rack: two brackets provided
Ceiling: chain not provided

FRONT

 High Intensity Prismatic (HIP)  
reflective sheeting 

BACK

CEILING MOUNT

MOUNTING OPTIONS

WAREHOUSE RACK MOUNT

WALL MOUNT

Standard .080" 
highway grade 
aluminum

Articulating 
bracket for 
adjustable warning 
positioning

Parallel wiring ensures 
continuous flashing 
functionality

20’ power cord and 
brightness dimmer
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